EXHIBIT ”A”

January 10, 2003

Please accept this letter as an informational background regarding my request lo reduce
the rear sethack and buller lrom forty tect (407) to twenty-five feet (257).

T realize thal my concems are nol a problem of yours, but your time and consideration
would be appreciated. T alung with other builders purchased lots to constiuet duplexes in
lidclweiss Gartens. I happened to be the first Lo select lols and chose ihe lots in question
as the ones of the best value. 1 purchased these lots prior to the Planning and Zening
Commussion or the Cily Council review for zoning., Over the last five years, | have
constructed over one hundred duplexes thal the rear sctback for duplexes by ordinance
was 207-0°. Therefore, I was not concemed abould the depib ol the lot and the uscable area
for the layout of the building and the parking. We have used the same [Toor plan for our
duplex construction for over three years based on demand. The torty-lool (4Y)
selbackAullor will not allow the construction of our duplexes as planned.

The developer has agreed (o return my moncy but that is not niy issue. Immediately upon
purchasing these lots we began accepting contracls on the proposed duplexes. Prior to
Thanksgiving we had confirmed sales on over half of the duplexes, We try (o plan the
next yvears building season and prepare our schedules. When the developer came to me
and made me aware of the situation at hand, il was 100 lale to change lots. The developer
told mie that the situation came about when the landscape firm he hired to lay out the
landscape and buffer area noted a 40°-0" setback/buller on the plans thal were turned in
to the City, but the plan given to the developer did not show the 40°-07 seiback/buffer. He
had no rcason to object during the consideration by the Planning and Zoning in that he
ithought therc was a 20°0” sctback with the buffering planting to be in that same 20707,
He was made aware ol ihe situation aller Planning and Zoning approved the zoning and
pricr to the City Council reviewing. He had (o make a decision on whether to start the
wholc process over, which would take © to 8 weeks or conbmoe wilh his master plan
which included a large number of single family lots. 1t was because of timmg that he
chose 10 continue as proposed or he would not complete the development in thime for this
building season. Tn visiling with stall” ihey lelt that the developer was not aware of the
problem because of the bwo dilTerent layouts.

Again, I realize this is not vour problem and T am here (o ask that the rear sethack/buffer
be changed from 40°-0" to 25°-0". In reviewing the proposed Unified Development
Ordinance as it relales o thig same siluation in Arlicle 7, page 7-41 and 7-42 it is n/a (not
acceptable). 1t states that duplexes fall in the mulu-family category and that when it abuts
a non-residential property the boffering is not applicable. All purchasers know the use ag
it relales 1o the duplex lols and surrounding property. This by far is much different than a
revime of the properly abutling the duplexes to M-2. I respectfully request your
cumsideration and approval ol my requesi,

Lnelosures




Aticle 7. General cevelonment Standards

Section 7.6. Buffer Requirements
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d. Existing sites when a chan
tarrng of elements sJch as
poliution, etc.;

€. Existing sites with fawfully e A
use is axpanded; and ’

T Sexually-oriented businessas.
2,  Exceptions to the terrms of this Sactian will be made wher:
4. The adjacent developad use is nen-conforming;
b. The adjacent developed use is agricultural;
€. The Land Use Plan designates the area as Redevelopment;

d. The property is zonad P-MUD and the buffer requirement was
determined thraugh the reipning process: or

€. Properties in NG and Rbp districts.

Alt buffer requirements shali be inciuded on a deveiopment’s Lendscaping Flan,
Landscaping provided to meet the buffer landscaping standards of this Section
may not be counted towards meeling a praject's landscape point reqlirements,
The area of 3 site dedicatad to a perimeter tiuffar shail nat be included in
calculating a site’s minimum landscaping point raguirements,

Location

The buffer shall abut property boundaries shared with lass intense uses or
zoning districts as shown in Section 7.6.F, Mimmum Buffer Standards. In the
event that 2 property abuts a less intense use and a lass intense zoning districs,
the mare stingent buffer stiail be required along the shared boundary,

Permitted Uses

1. A buffer yard may be used for passive recreatiog ar stonmwater
Mmanagement. It may contain pedestrian, bike, or equestrian trails
provided that;

a. No plant material jg eliminated;
b. The tatal width of the huffer vard is maintained; ang
¢ All other regulations of this Section are matr.

2. N active recreatfon area, storage of materiais, parking, driveways, or
stnictures, except for approved pedesteian, blke or equeatrian trails ang
necessary utility boxes and gquipment, shait be locateg within the bufar
yard,

3. Pedestrian access through a perimeter fance or wail and buffer yard may
be provided at the ahutting resident’s, homegwners associatlon’s, o the
Administrater’s option to Provide convenient pedestrian accass to
nonresidential uses such as canmmerctal areas or schools,

Minimum Buffer Standards

The buffer requirements are designed ta permit and encourage fexibiiity in the

widths of buffer yards, the number of plants required In the buffer vard, and
Opaque screens, Standerd buffer requirernents are depicted in the table halow,
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Antide 7. Gapermi Developmant Standards
Section 7.6, Buffer Reguirements

: .E-PAREEIL
£8 S Ka el £ e e T AT R TS T R T
- DEVELOPING: . Singlefimily . Mutti-Eamny. |
l,‘CEassﬂ‘iﬁtf&n}” P Resident@iy. 3 Fasidéntiajs Residential
Single-famiiyt NSA N7A,  NFA
Muiti-Famify# 10 {1} N/A NfA -
=1 Offica 10 (1Y H/A N/A
-~ | Commerciai 45 {2 01 N/A
industrial 25 {2) 15 (2) 5
| SOE 50 (2) 50 {2) 45 {2}
* [neludes dyplexes,
+ includes manufacturag homes, mobile hemes, manufacturead homs parks,

and bownhouses,
[rumber] Depth of tuffar yard
(1} Fence
2} Wl

1. Birffer Yards

8. Buffer vards shall be measured from the cammeon property line and
may be located within estahiished buiiding setbacks.

b. Where utility or drainage sassments or other similar situations exists
in the required hutfer yord, the buffer yar¢ may be reduced by the
width of the easement; however, an additionai S feat may be required
beyond the witlth of the easement in these sltuations to altow for the
required plantings and fence or wali. All new plantings and imigation
shall be located cutside of the easement. The Administrator has the
discretion to allow a required fence or wall within the easement.

2.  Plantings
4. If a fence or wall is not incorporated into the buffer, the following
plantings shafi be required in the buffer yard:

(1) A minirmum of one S-galfen shrub at a minimum of three feet in
height per three iinear fast of landscaping buffer,

(2} A minimum of ane 2-inch caliper canopy tree per 25 linear feet of
landscape buffer,

b. If a fenca or waii is incarporated into the buffer, the foflowing plantings
shall be required in the buffer yard:

{1) A minimum of one 1.25-inch caliper nar-canopy tree per 15 linear
feet of landscaping buffer. The Artminfstratar may ailow tha
stibstitution of a minimum of ane 5-galton shrub at a minimum of
three feet in height per thras linear feet of landscaping buffar for
the non-canopy tree requirement, or may require the substitution
to mitigate potentlal negative impacts of » daveloprment,

(2) A minimum of ong 2-inch caliper canapy tree per 25 linear feet of
landscape buffer.

¢. All buffer yard tandscaping areas not dedicated to trees ar shrubs shail
be landscaped with grass, ground caver, or sther appropriate
landscape treatment In accordance with Section 7.5.C.3, Landscaping
and Tree Protection. :
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